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335-3-12-.01 Definitions.

For the purposes of this Chapter, the following terms will have the meanings ascribed in this Rule:

(a) "Emission Standard" shall mea n a regu lation (or p ortion the reof) setting  forth an a llowable  rate

of emissions, level of opacity, or prescribing equipment or fuel specifications that result in control

of air pollution em issions.

(b) "Capacity Factor"  shall mean the ratio of the average load on a machine or equipment for the

period o f time con sidered to th e capacity  rating of th e mach ine or equ ipmen t.

(c) "Excess Em issions" shall mean emissions of an air pollutant in excess of an emission standard.

(d) "Sulfuric Acid Plant"  shall mean any facility producing sulfuric acid by the contact process by

burning elemental sulfur, alkylation acid, hydrogen sulfide, or acid sludge, but does not include

facilities where conversion to sulfuric acid is utilized primarily as a means of preventing

emissions to the atm osphere of sulfu r dioxide or othe r sulfur comp ounds.

(e) "Fossil-Fired Steam Generator" shall mean a furnace or boiler used in the process of burning

fossil fuel for the primary purpose of producing steam by h eat transfer.
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335-3-12-.02 Emission Monitoring an d Reporting Requ irements.

(1) Sources in the following categories which initiated construction prior to August 17, 1971, are subject to the

requirements  of this Chapter:

(a) Fossil-fuel fired steam generators

(b) Sulfuric ac id plants

(c) Sources in these categories which are constructed Aug.17, 1971, are subject to the emission 

monitoring requirements of Chapter 35-3-10.  This Chapter is intended to supplement existing 

regulations, and no Rule thereof shall be construed to interfere with the enforcement of other 

provisions of the A labama A ir Pollution Control R ules and Reg ulations.

(2) The D irector shall re quire the o wner o r operato r of an em ission sour ce listed in Se ction 335 -3-12-.0 2(1) to

install, calibrate, operate, and maintain all monitoring equipment necessary for continuously monitoring the

pollutants sp ecified in p aragrap hs (3) and  (4) of this R ule.  The sp ecific sourc e categor ies listed in

paragraph (1) of this Rule must complete the installation and performance testing of monitoring equipment

and begin monitoring and recording within eighteen months from the date of the Environmental Protection

Agency 's approval of these reg ulations.  Within six (6) m onths of such a pproval, all affected sou rces must

present a detailed plan for complying with the requirements of this Chapter to the Director.  The Director

shall condition written approval of such plan upon the requirement that the plan will meet the minimum

reporting requirements set forth in Divisions 4 and 5 of Appendix P of 40 CFR 51.  More stringent

reporting procedures may be required in the Director's discretion.

(3) Fossil fuel-fired steam generators, as defined in this Chapter, with an annual average capacity factor of

greater than thirty percent (30%), as reported to the Federal Power Commission for calendar year 1974, or

was otherwise demonstrated to the Director by the owner or operator, shall conform with the following

monitoring requirements when such facility is subject to an emission standard for the pollutant in question:

(a) A continuous monitoring system for the measurement of opacity shall be installed, calibrated,

maintained, and operated by the owner or operator of any such steam generator of greater than

250 million BTU p er hour heat input except were [sic?]:

1. gaseous fuel is the only fuel burned, or

2. oil or a m ixture of g as and oil a re the only  fuels burn ed and th e source is a ble to com ply

with the applicable particulate matter and opacity regulations without utilization of

particulate matter collection equipment, and where the source has never been found,

through  any adm inistrative or ju dicial proc eedings , to be in vio lation of an y visible

emission standard of the applicable plan.

(b) A continuous monitoring system for the measurement of sulfur dioxide shall be installed,

calibrated, maintained, and operated on any fossil fuel-fired steam generator of greater than 250

million BUT per hour heat input which has installed equipment designed for the desulfurization of

flue gas.

(c) A contin uous m onitoring  system fo r the mea sureme nt of the pe rcent oxy gen or c arbon d ioxide in

stack gases shall be in installed, calibrated, operated, and maintained on fossil fuel- fired steam

generators where measurem ent of oxygen or carbon d ioxide in the flue gas are required to convert

sulfur dioxide continuous emission monitoring data, to units of the emission standard in 335-3-5.
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(4) Sulfuric acid plants, as defined in the Chapter, with greater than 300 tons per day production capacity, the

production being expressed as 100 percent (100%) acid, shall install, calibrate, maintain, and operate a

continuous monitoring system for the measurement of sulfur dioxide for each sulfuric acid producing

facility within  such plan t.

(5) All mo nitoring e quipm ent specifie d in this Ch apter shall m eet the perf orman ce specifica tions descr ibed in

Appendix B of 40 CFR 60, except that the Director may from time to time specify different data averaging

times and sampling intervals to permit accurate determinations of compliance with specific Air Pollution

Control Rules and Regulations.  The monitoring equipment shall also be installed, calibrated, operated, and

maintained in accordance with the procedures in Appendix B of 40 CFR 60 and the minimum

specifications of Division 3 in Appendix P of 40 CFR 51.
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335-3-12-.03 Monitoring System Malfunction.

(1) Malfunctions of a monitoring system req uired in this Chapter which last more than forty-eight (48) hours

must be reported as expeditiously as possible to the Director in a written report.  This report should include

statements as to the time the monitor malfunctioned, the nature of the malfunction, the corrective action

being taken, the estimated repair time, and any other information needed to demonstrate to the Director that

the malfu nction w as unav oidable.  T he Direc tor shall be in forme d of the tim e at which  the mo nitor again

becom es operatio nal.

(2) The Director may temporarily exempt an owner or operator from the monitoring and reporting

requirements of this Chapter if it is demonstrated to the Director's satisfaction that the malfunction was

unavoidable and is being repaired as expeditiously as possible.
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335-3-12-.04 Alternate M onitoring an d Reportin g Requirem ents.

(1) Alternative mo nitoring and rep orting requirem ents may be  approved  by the Director o n a case-by-case

basis, provided the following statements and explanations are contained in a written request to the Director:

(a) the basis or reason that alternative monitoring and reporting requirements are desirable and

necessary;

(b) a proposal of altern ative monitoring  and reporting re quiremen ts;

(c) any other information needed by the Director to make a determination of the desirability of

alternative requirem ents.

(2) Request for alternative monitoring and reporting requirements may be made in certain situations, including,

but not limited to, the following:

(a) when installation of a continuous monitoring system or device required by this Chapter would not

provide accu rate determination s of emissions;

(b) when the affected facility is operated less than thirty (30) days per year;

(c) when effluents from  two (2) or more sources of significantly different design and operating

characteristics are combined before release to the atmosphere or when the effluent from one

source is re leased to th e atmosp here thro ugh m ore than o ne (1) po int;

(d) when the Director determines that the requirements prescribed by this Chapter would impose an

extreme economic burden on the source owner or operator.  The determination of an extreme

economic burden shall be made on the basis of whether meeting the requirements prescribed by

this Chapter would produce serious hardship without equal or greater benefit to the public;

(e) when the monitoring systems prescribed by this Chapter cannot be installed due to physical

limitations at the facility.  The determination of such limitations shall be made on the basis of

whether meeting the requirements prescribed by this Chapter would necessitate significant

reconstruction of the facility.

(3) The Director may require the submission of additional information as he deems appropriate to evaluate the

request fo r alternative r equirem ents.  Upo n mak ing a dete rminatio n that the so urce sho uld be su bject to

alternative monitoring and reporting requirements, the Director may approve either the proposed

alternative monitoring and reporting requirements or any other monitoring and reporting requirements that

deems appropriate and feasible.
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335-3-12-.05 Exemp tions and Ex tensions.

(1) The Director may exempt any source from the requirements of this Chapter if such source is scheduled for

perma nent shu tdown  by Octo ber 6, 19 80 prov ided that ad equate ev idence an d guara ntees are p rovided  to

clearly show that the source will cease operations prior to such date.

(2) The Director may grant reasonable extensions of the time provided for installation of monitors for facilities

unable to meet the prescribed eighteen (18) month time frame, provided that the owner or operator of such

facility demonstrates that good faith efforts have been made to obtain and install such devices within the

prescribed time frame.

(3) If, prior to September 11, 1974, an affected source purchased  an emission monitor which d oes not conform

to the requirements of Appendix B of 40 CFR 60, then the source may be granted a five (5) year period

from the date of the Environmental Protection Agency's approval of this revision, during which time the

monitor installed on  that source is exem pt from app licable performa nce specifications.
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